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n Detection zones
Cat.Nos 5 740 47/34, 0 784 54/55

Cat.Nos 0 489 41/44/48

Cat.Nos 0 489 42/45

Cat.Nos 0 697 40/80

Cat.Nos 0 489 43/46
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Cat.No Halogen bulb

ELV halogen with
ferromagnetic
transformer

ELV halogen with
electronic transformer

0 784 54 / 5 740 47 2000 W 1000 VA 1000 VA

5 740 34 40 x 400 W 40 - 400 VA 40 - 400 VA

0 489 42/45 2000 W 1000 VA 1000 VA

0 489 41/44 2000 W 1000 VA 1000 VA

0 489 43/46 2000 W 1000 VA 1000 VA

0 697 40/80 2000 W 1000 VA 1000 VA

Cat.No
Fluorescent

tube
Compact fluorescent

bulb LED

0 784 54 / 5 740 47 10 x (2 x 36 W) 250 W 250 W

5 740 34 - - -

0 489 42/45 10 x (2 x 36 W) 250 W 250 W

0 489 41/44/48 10 x (2 x 36 W) 250 W 250 W

0 489 43/46 10 x (2 x 36 W) 250 W 250 W

0 697 40/80 10 x (2 x 36 W) 250 W 250 W

n Load table

Motion sensors for 1 circuit
detection zones and load table

3.5 8

2.5m

m: 0.5 0

8m

3m 8m-0.5 m

3m

4 8 m 4 m 8 m

6 m

0

2.5 m

Ø: 8 m

2.5 m

4 2 1 0 1 2 4

Lighting Mana
Lighting Management

Check presence and na
Occupancy mode (autom
Can be used with push-
automatic switch-off)
Precise on-site adjustme
Adjustable time delay: 5

Pack Cat.Nos Ide

PIR
sen
Fix
(inc
dep
3-wi
Sta
Rec

1 0 488 17 Late
Ide
IP 2
Op
Con
Sur
Cat

1 0 488 07 Range
Opt
Con
Sur
Cat
Mic
Ma
DA
add
Ma
(20
Mic
with
Con
Rec
Can
inst
Mic
the
geo

1 0 489 55 10.
1 0 489 56 10.
1 0 489 57 9.9

PIR
Ma

1 0 489 17 Ran
Rec
3-wi
Add
pre
Sta
Can
Cat
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